
LibertyPak Portable power

PowerBelts

LibertyPak’s exclusive proprietary new SLiC™ Technology works in extreme conditions, 
where abuse tolerance is high, and time is short. Fast charging can be done from any 
available source – whether it is conventional wall socket, generator, or solar panels.

“The most ecologically-neutral 
battery storage technology 

available today.”

CALL US AT

805-640-6700
EMAIL

SALES@LIBERTYPAK.COM

CameraBelt 400V
12 Volt belt utilizing SLiC™ Technology

SPECIFICATIONS:

Voltage Output 12v 26 Amp belt, Video cameras  
 and LED lights, which operate at 12v.
Connector 4 Pin XLR
Capacity 320-Watts Utilizing SLiC™   
 Technology
Charge Time 3 hours
Fast Charge 40 minutes
Operating Temperature -4°F (–20°C) (36 below
 freezing) to 140°F (60°C)
Voltage stability 80% @ +/-.5v
Weight 9.5 lbs
Cycle Life Over 2000
Charge Retention -1% loss per month
Belt Black, ballistic nylon

PowerBelt 400F (LB400F)
24 Volt belt utilizing SLiC™ Technology

SPECIFICATIONS:

Voltage Output 24v 13 Amp for Arri cameras, 200  
 & 400w HMIs and LED lights,  
 which operate at 24v.
Connector 3 Pin XLR
Capacity 320-Watts
Charge Time 3 hours
Fast Charge 40 minutes
Operating Temperature -4°F (–20°C) (36 below
 freezing) to 140°F (60°C)
Voltage stability 80% @ +/-.5v
Weight 9.5 lbs
Cycle Life Over 2000
Charge Retention -1% loss per month
Belt Black, ballistic nylon



Portable power

LibertyPak offers:

- State of the art cells, patented assembly and proprietary circuitry

- Exclusive innovative design technology

- The highest quality cells and electronics – Assembled in the USA

- One year total/Three year extended warranty on cells

- UL and/or CE certified chargers and inverters

- UN-DOT certification ‘Safe to Fly’

- Immediate service and support

- ROHS compliant, environmentally sustainable, and ecologically neutral components

CALL US AT

805-640-6700
EMAIL

SALES@LIBERTYPAK.COM

 CameraBelt 200VX  

SPECIFICATIONS:

12 to 18 Volt Digital Application utilizing SLIC™ technology

Dimensions 58 Inch Velcro Band, 7 pounds

Average Operating Voltage 16.0 (firdt 83% of runtime)

Maximum Charge Voltage 17.5

Minimum Voltage 12

Amp Hours 12.8 AH

Watt Hours 205 WH

Charge Time 2 Hours with Standard LC08 

 

Charger, 40 minutes with LC24

 

fast charger

Voltage Range 12 to 17.5 Volts DC

Operating temperature -4 ° F or –20°C (36 below freezing) 

to 140°F or 60°C

Cycle life Over 2000

Connector 4 pin XLR


